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“Our mission is to be recognized by our clients as 
pioneers in the fields of our services by exceeding 
clients’ expectations”

About Sky 
Jeddah for 

Construction
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QUALIFIED STAFF, 
STATE-OF-THE-ART 
TECHNOLOGIES.

Sky Jeddah For Construction Co. Ltd. was founded in the early 2007 to 
respond to the growing demand and requirements of the construction 
market in the Kingdom of Saudi Arabia and in the Gulf region in 
general.

Shortly after it was established, Sky Jeddah emerged as a well- 
organized, highly-committed establishment with superior quality of 
works. As a result, its customer base increased rapidly in a short period 
of time. This required the expansion of Sky Jeddah in terms of qualified 
staff, hi-tech equipment and machinery. Sky Jeddah responded 
efficiently to the challenge and carried out all required upgrades to 
transfer into a state-of-the-art construction company. At present, Sky 
Jeddah is running multi-discipline volume projects depending on its 
caliber staff and distinguished construction technologies.

Sky Jeddah services cover the fields of: industrial and public 
construction, concrete repair, structural strengthening, testing and 
evaluation of structures, injection and grouting, protective coating 
and specialty services (e.g. MEP services, corrosion control, concrete 
cutting and coring and others).

ABOUT 
SKY JEDDAH
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This profile is to describe our work, services and other 
exciting topics that concerns the industry professionals 
and the region's residents.
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SERVICES



2.1

This involves the construction of all types 
of concrete structures residential, industrial, 
governmental, galleries, market centres and 
composite structures such as hangers, warehouses 
…etc including the exterior and interior finishing 
works. Sky Jeddah experienced teams of engineers 
and skilled workers know exactly the way to execute 
quality construction and finishing works, integrate 
finishing works with the existing structures and 
combine structural works with decorative elements. 
Sky Jeddah works closely with clients to make sure 
every meticulous detail meets the standards laid out 
in the design specifications.

INDUSTRIAL & PUBLIC 
CONSTRUCTION



2.2
CONCRETE 
REPAIR

This includes:

◊	 Structural & cosmetic repair
◊	 Concrete replacement & reconstruction
◊	 Overlays & resurfacing



STRUCTURAL 
STRENGTHENING

2.3

This includes:

◊	 Section enlargement
◊	 Composite system design & application



This includes:

◊	 Geophysical testing
◊	 Structural monitoring, testing and evaluation

TESTING & 
EVALUATION

2.4



INJECTION & 
GROUTING

2.5

This includes:

◊	 Structural injection
◊	 Non-structural (foaming) injection
◊	 Soil injection and grouting
◊	 Soil controlled injection



This includes:

◊	 Protective coatings for concrete surfaces
◊	 Protective coatings for metal surfaces
◊	 Industrial floors

PROTECTIVE 
COATING

2.6



SPECIALTY
SERVICES

2.7

This includes:

◊	 MEP services.
◊	 Corrosion control.
◊	 Concrete cutting and coring.
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DEVELOPMENT OF 
TOILET UNITS AND 
SITTING AREAS

The objective of this project was to upgrade existing toilet units and 
sitting areas in the zones forming the Hajj Terminal.
Twelve toilet units (each containing 33 cubical) were completely 
renovated and upgraded following the design and standards set by the 
client’s designers and consultants.

Sitting areas were developed to accommodate pilgrims and provide 
them with a spacious area where they can sit and take rest before 
proceeding to the next activity of their journey.  
 These finishing works involved installation of high quality items 
intended for public areas. 

From toilet seats to ablution faucets, all were supplied by world class 
suppliers in order to meet the strict requirements of this important 
facilities.

High quality epoxy flooring systems and UV resistant sealers were used 
to give the sitting areas their final decorative appearance.

Hajj Terminal at King Abdulaziz 
International Airport  
in Jeddah | 2008

Industrial 
& Public 

Construction 
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DEVELOPMENT OF 
LOAD CENTRE #1 

This project involved the construction and finishing of an industrial 
building, the Load Center 1, to replace the old existing station and 
accommodate the heavy equipments and chillers which supply 
chilled air to the south and north terminal buildings of King Abdulaziz 
International Airport.  

 The giant structure which formed the shell for the mechanical items 
consisted of frames composed of tall columns and beams. Precast 
panels were assembled to form the exterior walls of the structure. 
The main structure was connected to water channels which in their 
turn were connected to large water basins on which the new FRP 
cooling tower systems were mounted. 

The site surrounding the Load Center 1 was developed to include car 
parking and green areas. 

King Abdulaziz International Airport 
in Jeddah | 2010 

Industrial 
& Public 
Construction 
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NEW CABLE ROUTING 
FOR THE 400 HERTZ 
PROJECT

This challenging project was about replacing existing deteriorated 400 
Hertz cables running under 400 mm-thick concrete slabs of Apron 1 
with new cables along with their new concrete ducts. 

The duration of the works was limited to 58 working days and involved 
different works with maximum precautions for safety and minimization 
of disturbance to air traffic in adjacent aprons.  

 The works involved cutting of concrete, demolishing and removal of 
concrete slabs, excavation of soil below the concrete slabs, placement 
of vapour barriers, placement of PVC conduits, fixing steel dowels 
along the sides of exposed cut surface of concrete slabs, construction 
of concrete ducts, applying bonding agent to the surfaces of the 
cut concrete slabs, reconstruction of concrete slab and finishing the 
surface to match existing old slabs, pulling new cables into the PVC 
pipes and finally testing and commissioning the new cables. 

King Abdulaziz International Airport 
in Jeddah | 2011

Industrial 
& Public 

Construction 
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EXTENSION OF LOAD 
CENTRE 2 & 3

In this project the two load centres, Load Center 2 and Load Center 3 
of King Abdulaziz International Airport were developed by introducing 
new FRP cooling tower systems. The project works included 
construction of water channels, basins and barrier walls to divert  
water from old channels to the new ones. 

These structures were constructed in a relatively short period of time 
due to the operation requirements set by the client. 
 
Flexible forms were used to pour concrete of the columns supporting 
the water supply pipes. Pre-cast slabs were used as part of the 
construction to reduce the time required for the completion  
of the works. 
 
Concrete surfaces were protected using water proofing protective 
coating systems. Joints between the existing structures and the new 
channels were secured using high quality, water-tight joint systems.

King Abdulaziz International Airport 
in Jeddah | 2009

Industrial 
& Public 
Construction 
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MODIFICATION AND 
CONSTRUCTION 
WORKS IN GLOBAL 
GYPSUM FACTORY 
(MEMBER OF LAFARGE 
INTERNATIONAL 
GROUP)

The scope of work was to construct a new calcining unit in the 
production area during the operation time of the adjacent production 
lines .The said unit was constructed in five levels from level 0.0 up to 
level 18.0 m. HE 600 and HE 400 supporting beams, five- levels steel 
platforms supported by IPE 180 beams to access the equipments 
was supplied , fabricated , erected and painted under the project 
scope of work  . The erection of the main equipments - 35 MT kettle, 
15 MT Feed bin, and the other equipments such as grinders, Filters, 
aging screw, Six screw conveyors, Kettle, pocket elevator, blower 
and compressor was part of the project scope of work. Also blower 
and compressor rooms were constructed as part of work. The project 
was completed in accordance to Lafarge Safety, quality and time 
requirements.

Yanbu (Member of Lafarge 
international group) | 2014

Industrial 
& Public 

Construction 
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RENOVATION AND 
DEVELOPMENT OF 
TOILET UNITS AT THE 
DOMESTIC ARRIVAL 
AREA

The project involved renovation and development works of two main 
toilet units: Ladies unit consisted of 8 cubicals, washing area and kids 
toilets. Men unit consisted of 6 cubicals, washing /ablution area and a 
store.  

The project scope included the preparation of architectural and MEP 
designs for modification and finishing of the units. The previous toilets 
were removed; new ones were constructed in the same space with 
new layout and finishing items.   

New lift station was constructed and connected to the new toilet units 
due to the shortage of the capacity of the existing one. 

King Abdulaziz International Airport 
in Jeddah | 2016

Industrial 
& Public 
Construction 
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SLOPE STABILIZATION 
USING THE SHOTCRETE

 Falling rocks from slopes imposed grave danger on the tents 
accommodating pilgrims. Lives were threatened by the falling rocks. 
This required immediate action. 
Recommended works involved stabilization of slopes using sprayed 
concrete mix (shotcrete).
Large areas were sprayed to prevent future fall of rocks.

Mena (Makkah) | 2008

Concrete 
Repair
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REPAIR OF DAMAGED 
CONCRETE COLUMNS 
OF NORTH TAXI 
TAXIWAY BRIDGES OF 
JAK 01, 02, 03 AND 04 
AND MAINTENANCE 
OF WATER DRAINING 
SYSTEM

 The project involved repair of bridge abutment chest walls, repair and 
strengthening of columns, repair of deck soffit and repair of certain 
portions of deck approach slabs. Drainage system of the same bridges 
required cleaning and maintenance as well. 

Necessary supports were used to unload columns prior to chipping 
damaged concrete, application of the repair systems and the carbon 
fibre sheets as the structural strengthening system. 

Early strength special concrete mix was used to repair damages 
portions of the deck slab and shorten the time of re-opening the 
bridge for traffic. Chemical compounds were applied for the curing of 
the poured concrete instead of the conventionally used wet burlap.King Fahd International Airport in 

Dammam | 2012 

Concrete 
Repair
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CONCRETE REPAIR 
OF SAFARI HOTEL 
BASEMENT GARAGE

The basement garage of Safari Hotel – Jeddah, showed signs of sever 
deterioration in the ceiling, walls and columns. 
The client required urgent repair of the same concrete members in 
order to avoid closure of the parking garage. The repair works were 
carried out using pre-bagged special construction materials with all 
ancillary products such as bonding agent and curing compounds.

Jeddah | 2009

Concrete 
Repair
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CONCRETE REPAIR OF 
SEVEN CELLS AT LOAD 
CENTRE #4

 This project involved different types of challenging remedial works at 
this important industrial facility in King Abdullah Air Base. Prior to any 
repair works, existing hazardous asbestos sheets were to be removed 
in a very professional way to guarantee that this material should not 
cause any problems to personnel working in neighbouring buildings.
 
All concrete members forming the structure of the Load Centre 4 were 
structurally respired. Main structural members such as the central 
columns and the main and secondary beams supporting the gear box 
of the cooling tower propeller underwent repair and strengthening 
works. The CFRP sheets were used in these works. 

Upon completion of all repair works, different types of protective 
coating systems were used to provide extra protection to the concrete 
surfaces on which they were applied. Epoxy flooring systems, 
epoxy polyurethane coating systems, anti-carbonation coatings and 
cementitious waterproofing coatings are examples of the protective 
systems applied. 

King Abdullah Air Base in Jeddah | 
2009

Concrete 
Repair
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RENOVATE AND 
REPLACE AS 
REQUIRED CIVIL 
AND MECHANICAL 
WORKS IN THE MAIN 
RESERVOIR TANKS

The six reservoir tanks along with the header lines required 
urgent repair and upgrading. As these tanks supply potable water 
to the terminal buildings, airport management buildings, airport 
accommodation compound and the airport fire station, the importance 
of conducting the remedial and upgrading works in the shortest time 
possible could not be over emphasized. 
 
Civil rehabilitation works and mechanical works including under-
water installation of blind flanges, replacement of: valves, header 
pipes, overflow pipes ... etc. were carried out in parallel. High quality 
protective coating system was applied to the internal surfaces of the 
tanks with joint membrane system. 
 
New valve rooms, were constructed to accommodate the tanks’ new 
automated operation system which consists of the new valves of the 
supply and suction pipes with their actuators, control panels... etc.

King Abdulaziz International Airport 
in Jeddah | 2012

Concrete 
Repair
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REINSTATEMENT OF 
BRIDGE UPPER RISER 
OF POT BEARING

The upper risers of bridge pot bearings were honeycombed and 
required urgent remedial works.

Due to the significance of this element to the whole bridge structure, 
non-conventional repair techniques were to be employed. Namely, the 
form & pump method was employed to reinstate the upper risers.  
The form and pump repair method is about construction of formworks 
and pumping repair material into the cavity between the form and the 
existing concrete. This method has many advantages such as: a) the 
use of any type of repair material, b) applying repair material under 
pressure thus ensuring good compaction of the material and good 
bonding to the existing concrete, c) application of repair material is not 
restricted by the thickness of the section, density of reinforcement etc.

The output of the remedial works using the form and pump for the pot 
bearing upper risers was very satisfactory.

Royal Commission in Yanbu | 2013

Concrete 
Repair
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REHABILITATION OF 
KFIA CENTRAL PLANT 
(COOLING TOWERS)

 The project involved the dismantling, removal of electromechanical 
equipments in two of the four cooling towers at KFIA central plant, 
repair of damaged concrete structures at the same towers including 
the repair of the main cross beams which were supporting the fans. 
The work also involved the repair of the damaged shaft and cells 
walls, ceilings, columns, floors and roof slabs. The repair of vertical and 
overhead surfaces was done using the form and pump repair method 
with special grout pumping machine. 
 
The beams were strengthened for the flexural loads by means of 
CFRP strips. The structure was re-painted by a cementicious based 
waterproofing coating system. The towers were repaired without 
interrupting the operation of supply the cooling water to the Air 
conditioning chillers of KFIA in accordance to KFIA operational, quality 
and time requirements.

King Fahad International Airport  
in Dammam | 2014

Concrete 
Repair
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CONCRETE REPAIR OF 
HARAM EXPANSION 
BUILDINGS

The project involved the repair of honeycombed concrete ceiling, 
beams and columns in different structures of Haram Expansion 
projects such as Service buildings, security buildings, Expansion of Al 
Mataf ..ect. Dar Al Handasa – the project Consultant – requirement 
is to repair the deep honeycombings using Form & Pump repair 
technique to avoid any gaps in the repaired sections. Special grouting 
pump was used to fill the prepared cavities with a non- shrink flowable 
micro-concrete materials of 80 Mpa compressive strength . 

Haram Expansion Buildings  
in Makkah | 2014

Concrete 
Repair
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 REPAIR OF FLOOR 
SLABS, BEAMS AND 
CEILING OF TERMINAL 
PARKING GARAGE

 Deteriorated floor slabs of KFIA terminal parking garage were 
repaired. Operation disturbacnce of the parking garage was avoided 
by close coordination with the KFIA authorities and the contractor 
operating the facility.

Deterirated beams were repaired as well. Through repairs of 
considerable portions of the celing were carried out. 

King Fahd International Airport  
in Dammam | 2014

Concrete 
Repair
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REPAIR OF ELECTRICAL 
ROOM CEILING AND 
PROVISION OF WATER 
DRAINAGE SYSTEM

 Portions of the ceiling in the underground-electrical rooms detached 
due to deterioration and fell on the floors raising red flags on the 
possible damage that could happen if the such portions hit the 
transformers. Necessary scaffolds were erected and the ceiling was 
resapired using the form and pump technique.

The water leaking from the walls into the below grade electrial rooms 
was treated by injection of basement walls. Further, sumpit was 
constructed in the floor of the room to collect rising underground 
water and pump into the drainage pipes.

King Fahad International Airport in 
Dammam �| 2014

Concrete 
Repair
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REPAIR OF 
DETERIORATED 
CEILING OF A TUNNEL

 Tunnel ceiling showed deterioration in different locations and required 
urgent repairs as detached concrete portions falling fom the ceiling 
imposed danger on lives and properties.

Every location that required repair was isolated, scaffolds erected and 
ceiling repaired using the form and pump techniuque.

King Fahad International Airport in 
Dammam | 2014

Concrete 
Repair
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WATERPROOFING OF 
THE NORTH TERMINAL 
ROOF

 The roof of the North Terminal at King Abdulaziz International Airport 
in Jeddah required waterproofing.

Bituminous membranes were used in the works. Flood test was carried 
out to ensure the soundness of completed works.

King Abdulaziz International Airport, 
Jeddah | 2012

33 / 56
Protective 
Coating & 
Waterproofing 



REPAIR OF R.C. IN 
ELEVATOR SHAFTS OF 
HIGH-RISE BUILDING

 Some concrete members (columns & beams) of the elevator shaft in a 
residential building were severely damaged by the poor workmanship 
of the elevator supplier.

Standard concrete repair works were carried out to these members.
High-rise residential building, 
Jeddah | 2013

Concrete 
Repair

34 / 56



REHABILITATION & 
RENOVATION

Concrete beams and columns in a private villa showed signs  
of deterioration.

Repair works were carried out to damaged members.
Private villa, Jeddah | 2009

Concrete 
Repair
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REPAIR OF SIDE WALLS  The side walls of Al-Salam underpass required repair and protection. 
Traffic detours were established to create safe work conditions on the 
busy road of Al Andalus street where the underpass is located. 

 Existing GRC claddings were removed to expose the concrete walls. 
Deteriorated concrete of walls was chipped and removed to uncover 
corroded reinforcing steel bras. Cathodic Protection elements were 
attached to the rebars after the surface preparation works were 
completed. 

Form and Pump procedure was employed to reinstate the concrete 
walls.

Al-Salam underpass, Jeddah | 2015

Concrete 
Repair
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REHABILITATION OF 
LOAD CENTER NO.4

Client: General Authority of Civil Aviation - GACA
Consultant: SOCOTEC
Contractor: Safari Co. Ltd
Applicator: Sky Jeddah for Constructions
Products: Nitoplate CP Strips, Nitowrap FRC, Nitomortar TC2000, 
Renderoc TG Xtra, Renderoc LA, Nitocote EPU, Dekguar E2000, 
Thioflex 600.

Background
King Abdul Aziz International Airport in Saudi Arabia›s  busiest and the 
2nd busiest in persian gulf after Dubai international airport. KAIA is 
the third largest airport facility in Saudi Arabia. The airport occupies an 
area of 15 square kilometers. Beside the airport proper, this includes 
a royal terminal, facilities of the Royal Saudi Air Force, and housing 
facilities for the airport staff.

Construction work on KAIA airport began in 1974, and was finalized 
in 1980. Finally, on May 1981 ,31, the airport opened for service after 
being officially inaugurated in April 1981.

Rehabilitation of loading centers of KAIA involved repair and 
strengthening of central columns of 7 cells. The central columns 
were repaired following the standard procedures of concrete repair. 
Strengthening was carries out using CFRP systems supplied by Forsoc.

Constructive solution
FORSOC Constructions Solution was endorsed by introducing CFRP 
as high performance repair technology. The concrete repair includes 
grouts, primers, bonding agents, protective coating and sealants were 
adopted to commission the rehabilitation works for the seven cells.

King Abdul Aziz international airport, 
Jeddah | 2008

Concrete 
Repair
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CONCRETE REPAIR 
OF STRUCTURAL 
MEMBERS AT AL KAAKI 
COMMERCIAL BLD.

Al Kaaki Building consists of a basement, ground floor and 13 typical 
floors located in the Madina road - Jeddah and constructed 27 years 
ago. The structural components of the building are raft foundation, 
columns, beams & ribbed structural slabs. 

Due to seepage of sewage water from the suspending plumbing 
network in ground & 4th floors, major part of the ceilings and beams 
were deteriorated and steel rebars were corroded.  

 The scope of work was to remove the damaged portion of concrete 
ribs and beams, clean the steel rebars and compensate the lost ones 
by new, preparation of formworks and pump the micro - concrete 
materials into formworks. Concrete repair by Form & Pump procedure 
were carried out in upper vacant and fully furnished floors.

Jeddah | 2016

Concrete 
Repair
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STRENGTHENING OF 
CONCRETE BEAMS BY 
INSTALLATION OF CFRP 
LAMINATES

The scope of work was to install CFRP laminates from Fyfe Co. 
For beams at several levels of Mahmood Saeed Mall. The system 
was designed and supervised by an international consulting firm 
(Buro Hapold). the beams were prepared by mechanical grinders 
and pinholeas were filled with Epoxy Putty and two layers of CFRP 
laminates were installed by our technicians .

Mahmood Saeed Mall, Jeddah | 2014

Structural
Strengthening
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STRENGTHENING 
OF STRUCTURAL 
MEMBERS USING 
CFRP WARPS AT 
DESALINATION PLANT

Sky Jeddah conducted structural strengthening of structural members 
in the Yanbu 3 SWCC plant. 

CFRP wraps were installed for beams - columns joints for enhancement 
against extra shear force due to extra lateral loads.

SWCC, Yanbu | 2016

Structural
Strengthening
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EPAIR OF GRP PIPES’ 
LEAKING JOINTS

Strong leaks from joints of cooling water return GRP lines in RABEC 
plant were noticed during a shutdown in Jan. 2016. The leakage was 
caused by the movement of joints and differential settlements of the 
pipe segments. The pipe diameter is 3.8 meters, located 2 meters 
below ground level while water table was 4 meters from Ground level.

The water was gushing from ground side into pipe the line.  

Multi component water reactive resin and acrylic gel were used to 
stop the leakage and dry the joints before installation of FG bandages 
by the manufacturer of the pipe.  The job was critical due to limited 
shutdown and strong water leakage.

Rabigh Power Plant, 
Rabigh | 2016

Injection
& Grouting
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INJECTION OF 
FOAMING MATERIAL 
TO STOP LEAKING 
WATER

 The basement of a mall in Tahliyah street (Jeddah) was flooded with 
water leaking from walls and slab floors.

Injection of foaming material was carried out to stop the water 
leakage. The results were excellent, and the basement was as dry 
as it should be.

Mall basement, Jeddah | 2013

Injection 
& Grouting

42 / 56



APPLICATION OF 
PROTECTIVE COATING 
SYSTEM TO DIFFERENT 
BRIDGES

 The municipality of Makkah intended to carry out upgrading works 
of many bridges in the same city. The upgrading works included the 
application of protective coating systems to the concrete surfaces of 
the bridges.

Preparation works were carried out to improve the quality of the 
concrete surfaces of the bridges using the sandblasting procedure.  
Components of anti-carbonation protective coating system were 
mixed and applied to the prepared concrete surfaces following the 
instructions of the manufacturer. 

Makkah | 2015

43 / 56
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Coating & 
Waterproofing 



APPLICATION OF 
PROTECTIVE COATING 
SYSTEM TO SHAFTS

 Protective coating systems were applied to the exposed shaft walls 
after completion of sandblasting, retouching and injection works.

Difficult work conditions were overcome by highly trained workers 
equipped with full sets of safety gears.

Main Sewage Station, North 
Jeddah | 2012

44 / 56
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Coating & 

Waterproofing



DESALINATION PLANT 
PIPES NETWORK 
EXPANSION

HDPE and GPR pipes network laying and connecting works at Yanbu 
Desalination plant.
Main contractor: Marafeq.

Yanbu | 2012

Specialty
Services
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STATION 1 - 
HDPE NETWORK 
REPLACEMENT

 This project involved laying and connecting pipes, at King Abdul Aziz 
International Airport, station 1.

The main network pipes were replaced with new HDPE network, 
including excavation, dewatering laying pipes and connecting to the 
network. New valves and flow meters were supplied and connected to 
a PLC control board.

King Abdulaziz International Airport, 
Jeddah | 2012

Specialty
Services
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UPGRADING OF AIR 
HANDLING PLENUMS 
AT THE NORTH & 
SOUTH TERMINALS,  

The project involved replacement of AHP components with new ones 
for the North and South Terminals. New items were supplied and 
installed to replace the old ones such as supply fans, return fans, chilled 
water pumps, cooling coils..etc.

Critical operation conditions were part of the project challenging 
works. The outcome of the works was very satisfactory for the client 
(KAIA).  King Abdulaziz International Airport, 

Jeddah | 2014

Specialty
Services
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INSTALLATION OF 200 
MM-HDPE FIRE WATER 
PIPE FOR THE SOUTH 
TERMINAL EXTENSION 
BUILDING, 

Insurance companies did not approve new contract with KAIA for the 
south terminal as the fire fighting system in the same location was out 
of order as water supply line for this system was out of order. 

New HDPE line with all necessary accessories was installed to provide 
water for the fire fighting system. 

King Abdulaziz International Airport, 
Jeddah | 2014

Specialty
Services
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REPLACEMENT OF 
SKYLIGHT GLASS AT 
THE NORTH TERMINAL

The polycarbonate glass cover of the North Terminal was broken 
causing hot air and dust to blow into the terminal. Measurements of 
the remaining intact cover pieces were taken, new cover manufactured, 
placed and sealed. 

King Abdulaziz International Airport, 
Jeddah | 2014

Specialty
Services
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REPLACEMENT OF 7 
AC PACKAGES AT THE 
SOUTH TERMINAL

 Seven exhausted AC packages at the KAIA south terminal required 
urgent replacement. 

New packages were delivered to site and installed with all related 
accessories such as ducts, cables, electrical panels.. etc.

King Abdulaziz International Airport,  
Jeaddah | 2014

Specialty
Services
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INSTALLATION OF 
FLOW METERS

The Maintenance & Utilities Department of KingAbdulaziz 
International Airport required the installation of flow meters in certain 
locations to provide information on the potable water flow in the pipes 
network. 

Excavation works were carried out to expose the pipes on which flow 
meters were to be mounted. 

Concrete manholes were constructed at the designated locations to 
accommodate the flow meters. 

New ultra-sonic flow meters were mounted on the pipes. Solar cells 
were installed on top of the concrete manholes to supply power 
necessary to operate the flow meters. 

King Abdulaziz International Airport, 
Jeaddah | 2014

Specialty
Services
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WATERPROOFING  
& REFURBISHMENT 
WORKS @ THE 
FRENCH CONSULATE

Project scope included repair of leakage and waterproofing works at 
basement floor, roof and facades of Consular Building which is located 
in Jeddah. The water tank and mechanical room were repaired and 
insulated from inside by a waterproofing coating system. 

The works also included installation of mechanical dewatering system 
which consisted of submersible pumps installed inside deep sum pits 
located around the building. The function of these sum pits is to lower 
the water table at basement level and stop the leakage throughout the 
basement floors at different locations. 

Floor tiles and MEP fittings at different locations were replaced by new 
ones. Facades were secured against leaking joints. Roof waterproofing 
system was removed and replaced by new system including the heat 
insulation system. Gypsum board ceiling at different locations was 
replaced. Wet areas and damaged paint of walls were treated and 
painted with crystalline waterproofing system. Walls were re-painted 
with new decorative paint.

Jeddah | 2016

Specialty
Services
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CUTTING AND 
REMOVAL OF 
REINFORCED 
CONCRETE MEMBERS 
OF BRIDGES

As part of the renovation works of the Bridge 06 and Bridge 07, the 
planter boxes on both sides of the bridges were one of the items in the 
bridge structures to be removed. 

The planter boxes were emptied of the soil that existed inside them. 
Cutting of the horizontal portion of the boxes were carried out on both 
sides of each bridge. This work was followed by vertical cutting (slicing) 
of the vertical portions of the boxes to completely free the cut portion 
before lowering it to the ground.  
 
Upon removal of the planter boxes, concrete ribs supporting these 
boxes were uncovered. These ribs were removed using core machines 
with large-diameter core bits.

Bridge GSE 06 and Bridge GSE 07  
in Dammam | 2011

Specialty
Services
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Sky Jeddah team is composed of:
◊	 1. General Manager: Fadi Jabri
◊	 2. Executive Manager: Fadi Al Sabbagh, fadi@skyjeddah.com
◊	 3. Technical Manager: Muhammad Hammadeh, Muhammad@skyjeddah.com
◊	 4. Projects Manager: Abdulrahman Hantash, ahantash@skyjeddah.com
◊	 5. Execution Manager: Ashraf Al Daghbushi, ashraf@skyjeddah.com

OUR TEAM
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CERTIFICATES

Sky Jeddah holds certificates issued by:
•	 Fosam
•	 Sika
•	 SAK
•	 ICRI
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FOSAM

ICRI

Certified & experienced applicators

15 February, 2009

Certified & experienced applicators

30 November, 2009

SIKA

SAK

Approved applicator certificate

18 April, 2013

Chemicals application certification
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CONTACT
06

Sky Jeddah for Construction Co. Ltd.
Al Wed Centre
Prince Sultan Street
Jeddah, Kingdom of Saudi Arabia

Tel.: + 9974 694 21 966
Fax: + 0162 699 21 966
E-mail: info@skyjeddah.com
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